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5. Wilh ＠ feeler gauge (AI, measure Ihe elearanee 
＠ Ihe gauge body and Ihe adjusling nul (81 
as shown. 
I! Ihe elearanee ＠ Ihe gauge body and Ihe 
adjusling nul is 0.4 ＠ (0.02 in.l, Ihe pushrod-Io-
piston ｬ＠ is ＠ Ｎ＠ However, if the ｬ＠
＠ Ihe gauge body and Ihe adjusling nul is 
＠ Ｌ＠ Ihe pushrod-Io-pislon elearanee is 0.4 ＠
(0.02 in.1 ＠ Ｎ＠ Thecefoce il musl ＠ adjusled 
and reeheeked. 

Clearance: 0-0.4 ＠ (0-0.02 in.1 

6. If the clearance is ｩｮ｣ｯ･｣ｴＬ＠ loosen the star locknut 
(AI, and Ｌ＠ Ihe adjusler (81 in ＠ oul 10 adjusl . 

• AdjusI Ihe elearanee while Ihe speeified vaeuum 
is applied 10 Ihe boosler . 

• Hold Ihe elevis Ｈｉ＠ while adjusling. 
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7. Tighlen Ihe slar loeknul seeurely . 

8. Remove Ihe speeial 1001 (DI. 

＠ ＠

9. Cheek Ihe pushrod lenglh Ｈｉ＠ as shown if Ihe 
booster is removed. 11 the length is ｩｮ｣ｯｲ･｣ｴＬ＠
loosen Ihe pushrod 10eknuI (81, and Ｇ＠ Ihe elevis 
Ｈｉ＠ in ＠ ＠ 10 adjusI. 
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10. Inslall Ihe masler eylinder (see page 19-151 . 
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