
SPECIFICATIONS 

Model 

*Horsepower 

(B.I.A. -
certified) 

Full tl1rottle 
operating ral1ge 

Test tank грт 
with test wheel 

Engine type 

Воге and stroke 

Piston displace­
ment 

4W76 (Weedless 
gearcase) 

4R 7 6 (Stal1dard 
gearcase) 

4 hp at 4500 грт 

4000 to 5000 грт 

4100 Гр111 

Part NU111ber 316021 foг 4W75 

4550 Гр111 

Рагt NUl11ber 317738 foг 4R75 

2 cylindel", 2 cycle 
alternate fiгil1g 

1-9/ 16" Ьоге х 1-3/ 8" stroke 

5.28 с иЫ с il1ches 

Pistol1 гiпg sets (2 рег set) 

stапdагd Part NU111beг 38392С! 

.030" оvегsizе P art NUl11ber 384312 

Dial11eter of гiпg 1.563 in. (stапdагd) 

Width of гiпg .0625 - .0615 iп. 

Lbs. соmргеssiоп 1.3 to 2.8 lbs. 
гесоmmепdеd 

when сот -

pressed 

Рistоп апd гiпg assembly 

standal"d Рагt NшпЬеl" 384651 
.030" oversize Рагt NUl11beг 384666 

Сгапkshаft size 
top journal 
cel1teг jоuгпаl 

bottom jоuгпаl 

Соппесtiпg rod 
cral1k pil1 

СаГЬUl"еtiоп 

.7520 - .7515 iп . 

.6854 - .6849 il1. 

.6854 - .6849 il1. 

.6255 - .6250 il1. 

Sil1g1e barгe! float feed, with 
11igh and low-speed ac!just­
mel1ts таl1иа! choke 

Float level setting Рагаllе! Witl1 castil1g 

Inlet needle seat 

Coolil1g system 

.053 - .050 Use а #55 
dгШ as gage . 

Vari-volume (С 0 111Ыl1аtiоп 

positive disрlасеmепt al1d 
сепtгifugаl риI11Р). 

Pl"opeller geal" 
гаНо 

Ргореllег с!гivе 

PrOpellel" 

Speed contl"ol 

Weigl1t 

нi Lift vacuum 
fuel sy stem 

Fuel capacity 

St ar teг 

Igl1itiol1 

Sрагk plug 

Spark plug gap 

Sрагk plug tогqu е 

Вгеаkег poil1t gap 

COl1del1Sel" 
Capacity 

СоН 

17:28 (Weecl1ess) 
12:25 (Stаl1dагd) 

PaI"t Numbeг 316558 1/8" х 
1.234" stаiпlеss steel 

Stаl1dагd -
7-1/ 2" dia х 6" pitch, 
3 blade LEXAN 

Weedless -
6-1/4" dia х 6" pitcl1, 
2 blade LEXAN 

Siп g lе lever, sYl1chrol1ized 
tl1rottle апе! sрагk 

Weeel1ess - 34.0 lbs. 
Stal1dard - 32.3 lbs . 

3 gal. tапk al1d plug il1 l юsе 

3 gallol1s 

Swing-Arm, sеlf-геwil1dil1 g 

Flywheel l11аgпеtо 

АС-М44С, Cha111piol1 J6J , 
- 14тт 

.030 il1ch 

17-1/ 2 - 20-1/ 2 foot-poul1ds 

.020 il1cl1 

Рагt Number 580321 
.18 to .22 Mfd. 

Part No. 580971 

COIL TEST SPECIFICATIONS 

Stеvепs Testel" Model ST-75 

Normal Polarity 
(Switcl1 Settil1g Stапdагсl) 

Stеvепs Testel" Moelel No. М.А-75 or 80 

2.2 

S\vitcl1 1I1elex Adjustmel1t 

В 22 

Мегс -О-Тг опiс 

Ргiшагу Sе СО l1d З l"У 

Ор е гаtil1 g 

Аl11рега gе 

RеsistЗl1се COl1til1uity 
Mil1. Мах. Mil1. М ах . 

1.6 .5 - .7 35 - 45 

Gгаl1аШ Testel" Moe!el 51 

Maximul11 М ах il11Шl1 СоН Мiпimшп Мах. 

Gap 
SеСОl1dагу Ргim агу Iпdех Coil Test 

Jп ~~ 

5500 1.2 75 33 75 

* Н огsероwег established at sea leve l. Allow 2% г е duсtiоп pel" 1000' аЬоуе sea level. 

2-2 ,1 / 1'1 
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